
 City of Cody Contractors’ Board 

AGENDA 
 

Thursday, March 24, 2022 - 12:00 p.m.  
Conference Room at City Hall, 1338 Rumsey Avenue, Cody, WY 

 
     

A. PROCEDURAL 
1. Call to Order 
2. Roll Call, excused members 
3. Approval of Agenda for March 24, 2022 
4. Approval of Minutes from February 24, 2022 

 
B. CONTRACTOR’S LICENSE  

Two Sisters Contracting, LLC – Ed Epperson 
Application for a Specialty License for structural concrete, curbs, gutters, and ADA 
sidewalks. 
Action: Review and discuss – Approve, Deny, or Table application 
 
APPROVED CONTRACTORS 
1. Morris Excavation, LLC – Underground utilities – water, sewer, conduit 
2. DWL Ventures (Dan Latimer) – Underground utilities - water, sewer, conduit 
3. Eaton Sales and Service – Underground utilities – water, sewer, conduit 
4. Clemens Carpentry, LLC – Drywall, framing, windows 
 

C. NEW BUSINESS 
1. Discuss adoption and resolution 2022-03 of the 2021 International Residential 

Code, as modified. 
 

D.  Matters from Board Members: (announcements, comments, etc.) 
 
E.  Staff Comment:   
 
F.  Public Comments: The City Contractors’ Board welcomes input from the public.  In 

order for everyone to be heard, please limit your comments to five (5) minutes per 
person. 

 
G.   Adjourn 
 
The public is invited to attend all Contractors’ Board meetings.  If you plan to attend or need special accommodations to 
participate in the meeting, please call the City office at (307)527-7511 at least 24 hours in advance of the meeting to make 
arrangements. 
 
 



















RESOLUTION 2022-03 
 

A RESOLUTION ADOPTING THE  
2021 INTERNATIONAL RESIDENTIAL CODE, AS MODIFIED  

 
WITNESSETH: 

 
WHEREAS, the State of Wyoming has granted the City of Cody local code 

enforcement and plan review authority for Building, Fire, Existing Building, Fuel Gas, 
Mechanical standards and (Electrical standards); and, 

 
WHEREAS, 9-2-1(D) of the Cody City Code states that the City will adopt by 

resolution the provisions of the International Residential Code that are in the best interest 
of the City; and,  

 
WHEREAS, the City of Cody desires to provide a common set of requirements for 

the construction of residential structures covered by the 2021 International Residential 
Code. 

 
NOW THEREFORE, BE IT RESOLVED BY THE CITY OF CODY that the 

International Residential Code, 2021 Edition, including Appendices AA, AB, AC, AD AE, 
AG, AH, AJ, AQ and AS are hereby referred to, adopted, and made a part hereof as though 
set forth herein, provided however, the following portions of the International 
Residential  Code are hereinafter modified and amended as described below: 

 
1. Section R101.1 Title, is modified to read: “These provisions shall be known as 

the Residential Code for One and Two-Family Dwellings of the City of Cody, 
Wyoming and shall be cited as such and will be referred to herein as “this code”. 
 

2. The following Exception is added to Section R101.2 Scope: 
The following shall be permitted to be constructed in accordance with this code: 

1. Owner occupied lodging houses with five or fewer guest rooms and 10 
or fewer occupants; 

2.  Boarding houses in one and two-family dwellings and townhomes 
when the dwelling is occupied as a short-term rental; and, 
 

3. Section R102.2 Other Laws, is modified to read: “The provisions of this code 
shall not be deemed to nullify any provisions of local, state or federal law.  In case 
of conflict between this code and any other City ordinances or local laws that 
exercise control over the same feature, the more stringent regulation shall apply.” 
 

4. Section R105.2 Work exempt from permit: 
Exemption #1 is modified as follows: “Other than storm shelters, one-story 
detached accessory structures, provided that the floor area does not exceed 120 
square feet as measured at the perimeter of all walls and roof supports (e.g., posts 
and columns).” 
 
Exemption #2 (Fences) is deleted. 
 
Exemption #3 is modified to read: “Retaining walls that are not over 4 feet in 
height measured from the bottom of the footing to the top of the wall, unless 
supporting a surcharge or located within a public easement or right of way.  
Retaining walls within public easements and rights of way shall further require 
approval from the Cody City Council.” 
 
Exemption #5 is modified to read: “Sidewalks and driveways on private property 
when not serving as ADA compliant means of travel.” 
 



Exemption #8 is modified to read: “Private swings and other private playground 
equipment.” 
 
Exemption #10 is modified to read: “Decks and patios not exceeding 120 square 
feet in area, that are not more than 30 inches above grade at any point, are not 
attached to a dwelling, and do not serve the exit door required by Section R311.4.  
This exemption does not apply to any covering (e.g., pergola or awning) or roof 
structure over the deck or patio.” 
 

5. Table R301.2(1) Climactic and Geographic Design Criteria shall be modified to 
read as follows. The “Manual J Design Criteria” portion of the table is not adopted 
as a required design process, but may be used voluntarily using values approved 
by the building official. 

 
  

6. R302.2 Townhouses is modified as follows: [Note: No changes to Tables R302.1 
(1) or (2)]  
 
R302.2 Townhouses and two-family dwellings with units separated by a lot 
line. Walls separating either townhouse units or two-family dwelling units that are 
also separated by a lot line shall be constructed in accordance with Section 
R302.2.1.  Walls separating townhouses that will not be separated by a lot line 
shall be constructed in accordance with either Section 302.2.1 or R302.2.2. 
R302.2.1 Double walls. Each townhouse or two-family dwelling unit shall be 
separated from other townhouse or two-family dwelling units by two 1-hour fire-
resistance-rated wall assemblies tested in accordance with ASTM E119, UL 263 
or Section 703.2.2 of the International Building Code. 
R302.2.2 Common walls. Common walls separating townhouse units or two-
family dwelling units shall be assigned a fire-resistance rating in accordance with 
Item 1 or 2 and shall be rated for fire exposure from both sides. Common walls 
shall extend to and be tight against the exterior sheathing of the exterior walls, or 
the inside face of exterior walls without stud cavities, and the underside of the 
roof sheathing. The common wall shared by two townhouse units or two-family 
dwelling units shall be constructed without plumbing or mechanical equipment, 
ducts or vents, other than water-filled fire sprinkler piping in the cavity of the 
common wall. Electrical installations shall be in accordance with Chapters 34 
through 43. Penetrations of the membrane of common walls for electrical outlet 
boxes shall be in accordance with Section R302.4. 
1. Where an automatic sprinkler system in accordance with Section P2904 is 
provided, the common wall shall be not less than a 1-hour fire-resistance-rated 
wall assembly tested in accordance with ASTM E119, UL 263 or Section 703.3 of 
the International Building Code. 
2. Where an automatic sprinkler system in accordance with Section P2904 is not 
provided, the common wall shall be not less than a 2-hour fire-resistance-rated 
wall assembly tested in accordance with ASTM E119, UL 263 or Section 703.3 of 
the International Building Code. 
Exception:  Common walls are permitted to extend to and be tight against the 
inside of the exterior walls if the cavity between the end of the common wall and 
the exterior sheathing is filled with a minimum of two 2-inch nominal thickness 
wood studs. 
R302.2.3 Continuity. The fire-resistance-rated wall or assembly separating 
townhouses, and for two-family dwellings with units separated by a lot line, shall 



be continuous from the foundation to the underside of the roof sheathing, deck or 
slab. The fire-resistance rating shall extend the full length of the wall or assembly, 
including wall extensions through and separating attached enclosed accessory 
structures. 
R302.2.4 Parapets for townhouses and two-family dwellings with units 
separated by a lot line. Parapets constructed in accordance with Section R302.2.5 
shall be constructed for townhouses and for two-family dwellings with units 
separated by a lot line as an extension of exterior walls or common walls 
separating townhouse and two-family dwelling units in accordance with the 
following: 
1. Where roof surfaces adjacent to the wall or walls are at the same elevation, the 
parapet shall extend not less than 30 inches (762 mm) above the roof surfaces. 
2. Where roof surfaces adjacent to the wall or walls are at different elevations and 
the higher roof is not more than 30 inches (762 mm) above the lower roof, the 
parapet shall extend not less than 30 inches (762 mm) above the lower roof 
surface. 
Exception: A parapet is not required in the preceding two cases where the roof 
covering complies with a minimum Class C rating as tested in accordance with 
ASTM E108 or UL 790 and the roof decking or sheathing is of noncombustible 
materials or fire-retardant-treated wood for a distance of 4 feet (1219 mm) on each 
side of the wall or walls, or one layer of 5/8-inch (15.9 mm) Type X gypsum 
board is installed directly beneath the roof decking or sheathing, supported by not 
less than nominal 2-inch (51 mm) ledgers attached to the sides of the roof framing 
members, for a distance of not less than 4 feet (1219 mm) on each side of the wall 
or walls and any openings or penetrations in the roof are not within 4 feet (1219 
mm) of the common walls. Fire-retardant-treated wood shall meet the 
requirements of Sections R802.1.5 and R803.2.1.2. 
3. A parapet is not required where roof surfaces adjacent to the wall or walls are at 
different elevations and the higher roof is more than 30 inches (762 mm) above 
the lower roof. The common wall construction from the lower roof to the 
underside of the higher roof deck shall have not less than a 1-hour fire-resistance 
rating. The wall shall be rated for exposure from both sides. 
R302.2.5 Parapet construction. Parapets shall have the same fire-resistance 
rating as that required for the supporting wall or walls. On any side adjacent to a 
roof surface, the parapet shall have noncombustible faces for the uppermost 18 
inches (457 mm), to include counterflashing and coping materials. Where the roof 
slopes toward a parapet at slopes greater than 2 units vertical in 12 units horizontal 
(16.7-percent slope), the parapet shall extend to the same height as any portion of 
the roof within a distance of 3 feet (914 mm), and the height shall be not less than 
30 inches (762 mm). 
R302.2.6 Structural independence. Each townhouse and each two-family 
dwelling unit separated by a lot line, shall be structurally independent. 
Exceptions: 
1. Foundations supporting exterior walls or common walls. 
2. Structural roof and wall sheathing from each unit fastened to the common wall 
framing. 
3. Nonstructural wall and roof coverings. 
4. Flashing at termination of roof covering over common wall. 
5. Townhouses separated by a common wall as provided in Section R302.2.2, Item 
1 or 2. 
6. (Deleted.) 
 
Section R302.3, Two-family dwellings is modified as follows: 
R302.3 Two-family dwellings not divided by a lot line. Dwelling units in two-
family dwellings that will not be separated from each other by a lot line shall be 
separated from each other by wall and floor assemblies having not less than a 1-
hour fire-resistance rating where tested in accordance with ASTM E119, UL 263 
or Section 703.3 of the International Building Code. Such separation shall be 
provided regardless of whether a lot line exists between the two dwelling units or 
not. Fire resistance-rated floor/ceiling and wall assemblies shall extend to and be 



tight against the exterior wall(s), foundation, and underside of the roof sheathing, 
as applicable, to provide a complete 1-hour fire resistance rated barrier between 
the two dwelling units and between any dwelling unit and any common area 
shared by the units. and wall assemblies shall extend from the foundation to the 
underside of the roof sheathing. 
Exceptions: 
1. A fire-resistance rating of 1/2 hour shall be permitted in buildings equipped 
throughout with an automatic sprinkler system installed in accordance with 
Section P2904. 
2. Wall assemblies need not extend through attic spaces where the ceiling is 
protected by not less than 5/8-inch (15.9 mm) Type X gypsum board, an attic draft 
stop constructed as specified in Section R302.12.1 is provided above and along 
the wall assembly separating the dwellings and the structural framing supporting 
the ceiling is protected by not less than 5/8-inch Type X gypsum board or 
equivalent. 
3.Where the dwelling units are not divided by a lot line, the fire-resistance rated 
wall assembly separating the dwelling units may have a door assembly installed to 
allow access between the dwelling units, provided the door meets the 
specifications of International Building Code, Table 716.1(2); Minimum fire door 
assemblies for 1 hour fire barriers having a fire-resistance rating of not less than 
1 hour. The door shall be tight sealing, self-closing and latching, and lockable 
from both sides. Alternatively, two back-to-back doors, each with one-half of the 
fire resistance rating otherwise required by Table 716.1(2), and meeting the other 
provisions of this paragraph may be used in lieu of a single door. 
R302.3.1 Supporting construction. Where floor assemblies are required to be 
fire-resistance rated by Section R302.3, the supporting construction of such 
assemblies shall have an equal or greater fire-resistance rating. 
 

7. Table R302.6 Dwelling-Garage Separation is modified by replacing all 
references to “½-inch gypsum board” with “5/8-inch Type X gypsum board”, and 
the language of the last row of the table is modified as follows: 
Separation:     Material: 
Garages and accessory buildings 
located less than 5 feet from a 
dwelling unit on the same lot. 

Not less than 5/8” Type X gypsum 
board or equivalent applied to the 
interior side of the parallel exterior 
wall of the garage/accessory building 
within this area. 

 
8. Section R302.7 Under-stair protection is modified as follows:  “Enclosed space 

under stairs that is accessed by a door or access panel shall have walls, under-stair 
surface and any soffits protected on the enclosed side with 5/8-inch Type X 
gypsum board.” 
 

9. Exceptions 2 and 3 of Section R302.13 Fire protection of floors are modified as 
follows: 
 
Exception 2 is modified to read: “Floor assemblies located directly over a crawl 
space not intended for storage or for the installation of fuel fired or electric-
powered heating equipment or appliances, except as follows: If a fuel fired 
appliance or equipment is installed in a crawl space, the horizontal assembly 
above the appliance shall be covered with 5/8-inch Type X gypsum board, or 
equivalent, above and for a distance of at least two feet horizontally from the 
perimeter of the appliance or equipment, and any joints shall be fire-taped or 
sealed.  Penetrations of the gypsum board by ducting, plumbing pipes, electrical 
conduit or wires shall be permitted and all penetrations shall be tight fitting. 
 
Exception 3 is deleted in its entirety and replaced with the following:  



3. Floors above unfinished basements, when the following requirement is met: 
If a fuel-fired appliance or equipment is installed in a basement, the entire 
mechanical room or area shall be covered on the inside with 5/8” Type X gypsum 
board or equivalent and all joints and screws shall be fire taped or sealed.  
Penetrations of the membrane by ducting, plumbing pipes, electrical conduit or 
wires shall be permitted and all penetrations shall be tight fitting. The door serving 
the room shall be a rated-fire door complying with the standards used in Section 
R302.5.1.” 
 

10. Section R309.5 “Fire sprinklers” (garage) is deleted in its entirety. 
 

11. Section R313 “Automatic Fire Sprinkler Systems” is deleted in its entirety; 
provided, installation of an automatic sprinkler system designed and installed in 
accordance with Section P2904 or NFPA 13D, may be voluntarily provided.  
When such a sprinkler system is provided, ½” gypsum board, rather than 5/8” 
Type X gypsum board, is sufficient to comply with the provisions of this 
resolution for all areas protected by the system.  
 

12. Section R320 “Accessibility” is deleted in its entirety. 
 

13. Section M1411.4 “Condensate Pumps” is deleted in its entirety. 
 

14. Section M1502.4.2 shall be modified to read: “Exhaust ducts shall be supported at 
intervals not to exceed 8 feet and shall be secured in place. The inset end of the 
duct shall extend into the adjoining duct or fitting in the direction of airflow. 
Exhaust duct joints shall be sealed in accordance with Section M1601.4.1. Ducts 
shall not be joined with screws or similar fasteners that protrude more than 1/8 
inch into the inside of the duct. Where dryer exhaust ducts are enclosed in wall or 
ceiling cavities, such cavities shall allow the installation of the duct without 
deformation.  Each vertical riser shall be provided with a means for cleanout 
located near the bottom of the riser.”  
 

15. Section G2404.11 “Condensate pumps” is deleted in its entirety.  
 

16. Section P2502.1 “Existing Plumbing Systems” is deleted in its entirety. 
 

17. Section P2603.5.1 “Sewer Depth” is modified to read “Building sewers shall not 
be less than 48 inches below grade, unless adequate provision is made to protect 
such pipes from freezing by insulation. With insulation, the minimum protected 
depth is 24 inches.” 
 

18. Section P2705.1 “Installation”, Item 3 is modified to read “Where fixtures come 
in contact with walls and floors, the contact shall be water tight.  Water closets 
(toilets) shall be exempt from this requirement in one and two-family dwellings 
and townhouses.” 
 

19. Section P2906.4 “Water Service Pipe”:  The following sentence is added as the 
first sentence of the section.  “Water service piping from the curb stop or meter pit 
to inside of a building meter or shut-off valve location shall comply with City of 
Cody Code 8-2-7, or equivalent approved by the Public Works Director.” 
 

20. Chapter 11, Energy Efficiency, of the IRC is deleted in its entirety and replaced 
with the following:  
 
Chapter 11, Minimum Energy Efficiency Requirements for Habitable Space. 
Energy Efficiency standards for habitable space shall be as follows: 



 
a. Ceilings with attic spaces: Attic insulation shall be a minimum of R-49.  
Baffles shall be installed in truss or joists bays at intervals consistent with the attic 
ventilation requirements of Section R806.1 through 806.4.   

 
b. Ceilings without attic spaces and unvented enclosed rafter assembles: 
Insulation and construction methods shall comply with Section 806.5.  In addition, 
for roof/ceiling assemblies which do not allow sufficient space for the required 
insulation, the minimum required insulation for such roof/ceiling assemblies shall 
be R-30.  This reduction in R value shall be limited to 500 square feet or 20% of 
total insulated ceiling area, whichever is less. 
 
c. Above Grade Exterior Walls and Rim Joists:  Above-grade exterior 
walls and rim joists shall be insulated with a minimum of R-19 insulation, except 
for log homes designed in accordance with ICC 400-2017 Code.  

 
d. Crawl Space Walls:  No requirement, except for the minimum R-19 
insulation in the rim joist.  If the crawl space wall is insulated, it is recommended 
that it be done using two inches of unfaced extruded polystyrene insulation board 
extending from the top of the footer to the top of the foundation wall.  The 
insulation board may be installed on the interior or exterior side of the wall.  If 
installed on the exterior side of the crawl space wall, it shall be protected by 
flashing. If installed on the interior side, the edges and seams of the insulation 
board shall be sealed to prevent air infiltration between the insulation board and 
foundation wall. 
 
e. Basement Walls: Basement walls enclosing directly heated or cooled 
conditioned space (i.e., finished area) shall be insulated with a minimum of R-10 
foam board or R-13 batt insulation. 
 
f. Glazing: All glazed fenestration in habitable spaces shall have a U-Factor 
of .32 or less as documented on the factory sticker on each window. Glazing shall 
be double glazed in habitable spaces.  

 
g. Air barrier, air sealing, and insulation installations shall be in 
accordance with Table N1102.4.1.1 (R402.4.1.1).  

 
PASSED, APPROVED AND ADOPTED THIS * DAY OF *, 2022. 

            
 
 
__________________________ 
Matt Hall 
Mayor 

 
Attest: 
 
 
 
_______________________________ 
Cynthia Baker 
Administrative Services Officer 




